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JEDNOFÁZOVÉ ELEKTROCENTRÁLY

Professional single phase power generators designed for 

emergency and other cases. 

-
-

3000 H CCL 3500 H AVR 5000 H CCL 5000 H AVR

3000 B CCL 3500 B AVR 5000 B CCL 5000 B AVR

Výkon alternátoru [kVA]
Electric power [kVA] / 3,0 3,5 5 4,5

Jmenovitý proud
[A] 13 15,2 21,7 19,6

230 / 50 230 / 50 230 / 50 230 / 50

Performance characteristics - class  - G1 G1 G1 G1

Voltage regulation / 

Motor typ H (HONDA) GX200 GX200 GX270 GX270

Zdvihový objem [cm3]
Displacement [cm3] / 3] 196 196 270 270

Fuel tank volume [l] / 3,1 3,1 5,3 5,3

1,5 1,4 2,2 2,2

Motor typ V (VANGUARD),
VANGUARD

Zdvihový objem [cm3]
Displacement [cm3] / 3] 208 208 306 306

Fuel tank volume [l] / 3,1 3,1 5,3 5,3

1,6 1,6 2,0 2,2

Starting /  /  / 

96 96 96 96

Fuel /  91+

IP23MM IP23MM IP23MM IP23MM

Nadproudová ochrana 
Thermal current protection 1F / 

600x460x475 600x460x475 695x510x577 695x510x577

Plugs 1F  / 2 / 0 2 / 0 2 / 0 2 / 0

Hmotnost - suchá [kg]
Weight [kg] / 44 46 62/74 64/77
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Optional accessories:

-

ANO

5000 H 
CCL (iGX)

5000 H 
AVR (iGX)

8000 H CCL
8000 H 

CCL (iGX)
8000 H 

AVR (iGX)

8000 B CCL

Výkon alternátoru [kVA]
Electric power [kVA] / 5 4,5 6,0 6,4 6,0

Jmenovitý proud
[A] 21,7 19,6 26,1 26,1

230 / 50 230 / 50 230 / 50

Performance characteristics - class  - G1 G1 G1

Voltage regulation / 

Motor typ H (HONDA)  iGX270 GX390  iGX390

Zdvihový objem [cm3]
Displacement [cm3] / 3] 270 389 389

Fuel tank volume [l] / 5,3 6,1 6,1

2,2 2,7 2,7

Motor typ V (VANGUARD),
VANGUARD - -

Zdvihový objem [cm3]
Displacement [cm3] / 3] - 420 -

- -

Fuel tank volume [l] / - 6,6 -

- 3,0 -

Starting /  / 

96 96 96

Fuel /  91+

IP23MM IP23MM IP23MM

Nadproudová ochrana 
Thermal current protection 1F / 

695x510x577 800x564x577 800x564x577

Plugs 1F  / 2 / 0 2 / 0 2 / 0

Hmotnost - suchá [kg]
Weight [kg] / 74 77/92 95
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8000 H AVR

8000 B AVR
8000 V 

CCL
8000 V 

AVR CCL AVR
Výkon alternátoru [kVA]
Electric power [kVA] / 6,0 6,0 8,0 8,0

Jmenovitý proud
[A] 26,1 26,1 34,8 34,8

230 / 50 230 / 50 230 / 50 230 / 50

Performance characteristics - class  - G1 G1 G1 G1

Voltage regulation / 

Motor typ H (HONDA) GX390 - GX390 -

Zdvihový objem [cm3]
Displacement [cm3] / 3] 389 - 389 -

- -

Fuel tank volume [l] / 6,1 - 6,1 -

2,8 3,2

Motor typ V (VANGUARD),
VANGUARD  400 400

Zdvihový objem [cm3]
Displacement [cm3] / 3] 420 408 420 408

Fuel tank volume [l] / 6,6 6,1 6,6 6,1

3,0 3,0 3,2 3,2

Starting /  /  /  /  / 

96 96 96 96

Fuel /  91+

IP23M IP23M IP23M IP23M

Nadproudová ochrana 
Thermal current protection 1F / 

800x564x577 800x564x577 800x564x577 800x564x577

Plugs 1F  / 2 / 0 2 / 0 1 / 1 1 / 1

Hmotnost - suchá [kg]
Weight [kg] / 80/92 77/92 88/100 90/102

JEDNOFÁZOVÉ ELEKTROCENTRÁLY

Professional single phase power generators designed for ap-

emergency and other cases. 

-
-
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Optional accessories:

-

ANO

H CCL 
(iGX)

H AVR 
(iGX)

V CCL V AVR V CCL V AVR
Výkon alternátoru [kVA]
Electric power [kVA] / 8,0 8,0 9 10 18

Jmenovitý proud
[A] 34,8 34,8 39,1 43,5 78,3

230 / 50 230 / 50 230 / 50 230 / 50 230 / 50

Performance characteristics 
- class  - G1 G1 G1 G1 G2 G1

Voltage regulation / 

Motor typ H (HONDA)  iGX390 GX390 - - -

Zdvihový objem [cm3]
Displacement [cm3] / 3] 389 389 - - -

- - -

Fuel tank volume [l] / 6,1 6,1 - - -

Fuel con- 3,2 3,2

Motor typ V (VANGUARD),
VANGUARD -  V-TWIN 3054 V-Twin 3864 V-TWIN 6134

Zdvihový objem [cm3]
Displacement [cm3] / 3] - 420 479 627 993

-

Fuel tank volume [l] / - 6,6 15 20 34

Fuel con- - 3,2 4,1 5,1 8,1

Starting /  /  / 

96 96 97 97 97

Fuel /  91+

IP23M IP23M IP23M IP23M IP23M

Nadproudová ochrana Thermal current protection 1F / 

800x564x577 800x564x577 800x564x680 800x564x680 900x730x650

Plugs 1F  / 1 / 1 1 / 1 1 / 1 1 / 1 1 / 2

Hmotnost - suchá [kg]
Weight [kg] / 102 86/100 105/118 124 191
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5500 H CCL
5500 H CCL 

(iGX) (iGX) AVR+CCL

5500 B CCL
-

CCL (iGX) AVR+CCL AVR+CCL
Výkon alternátoru [kVA] 
Electric power [kVA] / 5,5 5,5 7,0 7,0 7,0 7,0

max max 60 60 60 60 60 60

Jmenovitý proud [A] 
[A] 7,9 7,9 10,1 10,1 10,1 10,1

Voltage // frequen- 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50

Performance characteristics - 
class  - G1 G1 G1 G1 G1 G1

Voltage regulation /  /  +  /  +  + 
Motor typ H (HONDA) GX270  iGX270 GX390 iGX390 - GX390

Zdvihový objem [cm3]
Displacement [cm3] / 3] 270 270 389 389 - 389

-

Fuel tank volume [l] / 5,3 5,3 6,1 6,1 - 6,1

Fuel con- 1,8 1,8 2,7 2,7 - 2,7

Motor typ V (VANGUARD),
Engine type / 

 XR 1450 
-

XR 2100 
- 400

XR 2100 

Zdvihový objem [cm3]
Displacement [cm3] / 3] 306 - 420 - 408 420

- -

Fuel tank volume [l] / 5,3 - 6,6 - 6,1 6,6

Fuel con- 2,2 - 3,0 - 2,9 3,0

Starting /  /  /  /  / 

96 96 96 96 96 96

Fuel /  91+

IP23M IP23M IP23M IP23M IP23M IP23M

Thermal current protection / 

695x520x580 695x520x580 800x564x577 800x564x577 800x564x577 800x564x577

/ Plugs 1F /
Plugs 3F /

1 / 0
1 / 0

1 / 0
1 / 0

1 / 0
1 / 0

1 / 0
1 / 0

1 / 0
1 / 0

1 / 0
1 / 0

Hmotnost - suchá [kg]
Weight [kg] / 73/95 95 85/99 99 85/99 90/103

Professional three phase power generators designed for 
-

-

strana 6 www.alfain.eu obchod@alfain.eu



-

Optional accessories:
-

ANO

(iGX)

9000 B CCL *
AVR+CCL AVR+CCL

Electric power [kVA] / 9,0 9,0 9,0 11,5 13,5 13,5

max max 60 60 60 60 60 60

[A] 13,0 13,0 13,0 16,6 19,5 19,5

Voltage // frequen- 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50

Performance characteristics - 
class  - G1 G1 G1 G2 G1 G1

Voltage regulation /  /  +  /  + 

Motor typ H (HONDA) GX390 iGX390 - - GX690 GX690

Zdvihový objem [cm3]
Displacement [cm3] / 3] 389 389 - - 688 688

- -

Fuel tank volume [l] / 6,1 6,1 - - 34 34

Fuel con- 3,0 3,0 5,9 5,9

Motor typ V (VANGUARD),
Engine type / 

XR 2100 
400  V-TWIN 3054 V-Twin 3564 V-Twin 3864 V-Twin 3864

Zdvihový objem [cm3]
Displacement [cm3] / 3] 420 408 479 570 627 627

Fuel tank volume [l] / 6,6 6,1 15 20 34 34

Fuel con- 3,0 3,2 4,1 4,5 5,0 5,0

Starting /  /  /  /  /

96 96 96 97 97 97

Fuel /  91+

IP23M IP23M IP23M IP23M IP23M IP23M

Nadproudová ochrana Thermal current protection 1F / 

800x564x577 800x564x577 800x564x680 800x564x680 900x730x650 900x730x650

 Sockets 230V 16A/32A
 Sockets 400V 16A/32A  

1 / 0
1 / 0

1 / 0
1 / 0

1 / 0
1 / 0

1 / 0
1 / 0

1 / 0
0 / 1

1 / 0
0 / 1

Hmotnost - suchá [kg]
Weight [kg] / 90/103 91/104 120/139 120 161 161
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CCL AVR CCL * AVR *

CCL AVR
16001 V 
CCL *

16001 V 
AVR * CCL AVR CCL CCL

Výkon alternátoru [kVA] 
Electric power [kVA] / 16,0 16,0 13,5 13,5 22,0 22,0 27,0 27,0

max max 40 40 40 40 40 40 40 40

Jmenovitý proud [A] 
[A] 23,1 23,1 19,5 19,5 31,8 31,8 39,0 39,0

Voltage // fre- 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50 230/400//50

Performance characteris-
tics - class  - G2

G3
G2

G1 G1 G1 G2 G1 G1

Voltage regulation / 
Motor typ H (HONDA) iGX800 iGX800 GX690 GX690 - - - -

Zdvihový objem [cm3]
Displacement [cm3] / 3] 779 779 688 688 - - - -

- - - -

Fuel tank volume [l] / 34 34 34 34 - - - -

Fuel con- 7,5 7,5 5,9 5,9 - - - -

Motor typ V (VANGUARD),
Engine type / V-Twin 5414 V-Twin 5414 V-Twin 3864 V-Twin 3864

V-Twin 
6134

V-Twin 
6134

V-TWIN 
61E3

V-TWIN 
61G2

Zdvihový objem [cm3]
Displacement [cm3] / 3] 896 896 627 627 993 993 993 993

Fuel tank volume [l] / 34 34 34 34 34 34 34 48

Fuel con- 7,5 7,5 5,0 5,0 5,0 8,1 8,1 8,1

Starting / 

97 97 97 97 97 97 97 97

Fuel /  91+

IP23M IP23M IP23M IP23M IP23M IP23M IP23M IP23M

Thermal current protection / 

900x730x650 900x730x650 900x730x650 900x730x650 900x730x650 900x730x650 900x730x650 900x730x650

/ Plugs 1F /
Plugs 3F /

1 / 1
0 / 1

1 / 1
0 / 1

1 / 1
0 / 1

1 / 1
0 / 1

1 / 1
0 / 1

1 / 1
0 / 1

1 / 1
0 / 1

1 / 0
0 / 2

Hmotnost - suchá [kg]
Weight [kg] / 171 171 143 143 189 202 200 210

-

Optional accessories:
-

ANO
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Výkon alternátoru [kVA]
Electric power [kVA] / 5,5

Jmenovitý proud
[A] 9,4

Voltage [V] / 230/400//50

Performance characte-
ristics - class  - G1

Voltage regulation / 2 x 

40 - 220

170

220

21 ÷ 29

Open circuit voltage [V] / 72

Elektrody všechny typy / 
all types

Nadproudová ochrana

Motor typ H (HONDA) GX390

Zdvihový objem [cm3]
Displacement [cm3] / 3] 389

Max engine power @3600 rpm [kW 

-

-

-

Fuel tank volume [l] / 6,1

Fuel con- 3,2

BRIGGS /  XR 2100 

Zdvihový objem [cm3]
Displacement [cm3] / 3] 420

Fuel tank volume [l] / 6,6

Fuel con- 3,2

Starting /  / 

96

Fuel / 
 91+

IP23M

Nadproudová ochrana
Thermal current protection 1F / 

800x564x577

, Sockets 230V 16A/32A
, Sockets 230V 16A/32A

1 / 0
1 / 0

Hmotnost - suchá [kg]
Weight [kg] / 100/114

ANO
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-

: GRIZZLI 24000 V CCL  MNoSoo 

:
ARCTOS
GRIZZLI

WELDVED
SIMUS

Briggs

Type

Motor

B = Briggs 

 Automatic Voltage Regulator 

B = 15l
A = 20l  
D = 25l

        stainless steel frame

        electric start

N = 34l

F = 54l

Top light cover -
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-

catalyst

The Transport rails

Fuel tank 34L with electronic control of fuel level, can announce low fuel level in the connection with 

pod-
-

under-
carriage
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rincip elektrocentrál s automatickým startem

-
-

-
-
-
-

-

-

-
-

-

-

Before purchasing of power generator, it is necessary to evaluate, which appliances 
-

Elektrocentrály s automatickým startem -
-
-

-
-

-
-
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same function as the unit AT 207 

motion sensor
IP 54 protection 

iGEN

prophylactic starts
monitoring of mains status

multilanguages control - settings
easy installation
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-

-
-

Elektrický vý-
kon 3F [kVA]

Regulace na-

-
lation

Min. výkon 
traktoru  na 

Min. dri-

-
-

Recommended

-
ky kardanu 

-

125 A

Hmotnost - 
suchá [kg]

proud [A]

-

27 435 403 1/0 1/0/0 186 36,1

25 435 403 1/0 1/0/0 255 36,1

35 435 403 0/1 0/1/0 242 50,5

42 435 403 0/1 0/1/0 310 60,6

50 435 403 1/1 0/0/1 360 72,2

60 435 403 1/1 0/0/1 377 86,6

85 435 403 1/1 0/0/1 480 122,6
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P2400 PowerSmart P4500 PowerSmart

kVA 1,8 3,7 5,0

kVA 2,4 4,5 6,5

/ frequency 230 / 50 230 / 50 230 / 50

 Voltage regulation

Displacement cm3 79 ccm 224 306

Briggs a Stratton Briggs a Stratton Briggs a Stratton

Cooling

 Starting

/ Operating time at 25% 8 16 14

/ Fuel tank volume l 3,8 13 19

mm 440 520 530

mm 310 440 530

Délka / Length mm 510 620 640

58 61 66

Hmotnost - suchá / Weight kg 22,7 52,1 58

/ Sockets USB 2 2 2

 Sockets USB 2 2 2

 Socket 12V/5A 1 1 1

 Circuit breaker

/ Fuel gauge

Air cooling 
ANO
Yes 

Not

-
-

-
-
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-

-
-
-

-
-

-

ALFA IN a.s.

www.alfain.eu, obchod@alfain.eu
tel.: +420 568 840 009


